
More energy-efficient than any other competitive cassette
Designed for full media utilization
Improves fit and sealing integrity in any cassette holding system
Glue-free design eliminates off-gassing, bypass, and leakage
Multiple patents pending

Filter Depth (mm)  295

Chemical Bed Depth (mm) 25

Media Type  Carbon, Impregnated Carbon,

   Chemical, Blended

Frame Material  Plastic

*Add 5% extra on media weight for media replacement due to there will be abrasion during handling.

M400-024-002N

M400-024-003N

M400-024-004N

M400-024-010N

M400-024-012N

M400-024-013N

24 x 12 x 12

24 x 12 x 12

24 x 12 x 12

24 x 12 x 12

24 x 12 x 12

24 x 12 x 12

595 x 295 x 295

595 x 295 x 295

595 x 295 x 295

595 x 295 x 295

595 x 295 x 295

595 x 295 x 295

SAAFCarb
SAAFCarb MA
SAAFCarb MB
SAAFOxidant

SAAFBlend GP
SAAFBlend WS

1,700

140

118

143

10.1 / 22
12.5 / 28
12.9 / 28
15.5 / 34
12.8 / 28
12.8 / 28

Media
Weight
(kg / lb)

SAAF Cassette Cleanroom Grade
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2.54 m/s  Maximum  
Recommended Velocity

SAAF Cassette Cleanroom Grade

SAAFOxidant

SAAFBlend

SAAFCarb


