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AstroPak HC

Key Features

Low-pressure Drop
Saves on energy consumption, lower resistance to airflow

Extensive Customisability with Economical Options
Extensive customisability for application needs within budget

High Media Area
Superior filtration efficiency

Scannable Flat Media Pack Surface
Streamlined and accurate scanning

Specification
PU, EDM
Downstream
Upstream, Both Sides
Yes
None Header
Optional
500 Pa, 750 Pa*
70 °C 

EN 1822
Filter Depth (mm)
Media Type
Frame Material (Standard)

H13, H14
292
Fibreglass
Galvanised Steel 
Aluminium, Stainless Steel,
Plywood, Particle Board
Hot Melt
Neoprene

Frame Material (Optional)

Separator Style
Gasket Material (Standard)

Gasket Material (Optional)
Gasket Position (Standard)
Gasket Position (Optional)
Special Size Available
Header Type
Antimicrobial Available
Recommended Final Resistance
Max Operation Temperature

 

M8254-50120-5004

M8454-50120-5004

M8254-50120-5005

M8454-50120-5005

1,700

2,000

3,400

4,000

1,350

1,700

2,700

3,400

250

310

250

310

H14

H13

610 x 305 x 292

610 x 305 x 292

610 x 610 x 292

610 x 610 x 292

610 x 305 x 292

610 x 305 x 292

610 x 610 x 292

610 x 610 x 292

250

320

250

320

M8244-50120-5004

M8444-50120-5004

M8244-50120-5005

M8444-50120-5005

The AAF AstroPak HC is part of our select product range offering a Total Cost of 
Ownership (TCO) solution for Air Handling Unit (AHU) applications. It features higher 
capacity for greater airflow and a longer service life, reducing maintenance costs 
and downtime. Each filter is individually tested to ensure top quality and                 
performance. It's the ideal reliable, high-capacity, and durable filtration solution.

EN 1822EN 1822

Key Highlights


